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BBSMD5050—-—BB1—-60—-010

Broad Band LED

Features

*Chip size: 1.05x1.05mm

*Number of Chips: 1pc

- Excitation Wavelength:365nm

-Optical efficiency 330-1200nm (typ.) : 293mW
-Optical efficiency 420-1200nm (typ.) :41mW
*Viewing half angle:62°

-Package:SMD Resin package

-Lens:Silicone Resin

*Phosphor-containing silicone resin

Applications

PHOENIX ELECTRIC CO.,LTD. 1/6



http://YesLED.com / Info@YesLED.com

Datasheet Ver.1.0

Maximum Ratings (Tc=25C)

Parameter Symbol Values Unit
Power Dissipation Po 1230 mwW
Forward Current Ie 300 mA
Pulse Forward Current Irp 500 mA
Reverse Voltage VR 5 \Y
Junction Temperature T 125 °c
Operating Temperature Topr -30~85 °Cc
Storage Temperature Tstg -40~100 °Cc
Thermal Resistance Rthjs 6 °C/W

#¢Pulse Forward Current Condition : Duty 1% and Pulse Width=1ms.
*¢Soldering condition : Soldering condition must be completed with 5 seconds at below 260°C

Optical and Electrical Characteristics (Tc=25C)

Parameter Symbol Min Typ Max Unit  Test Condition
Ve 3.6 4.1 \Y l[F=300mA
Forward Voltage
Vep 3.9 \Y l[r,=500mA
293 mwW [F=300mA
Radiated Power(330-1200nm) Po
490 mW lrp=500mA
41 mwW [F=300mA
Radiated Power(420-1200nm) Po
60 mwW lrp=500mA
Excitation wavelength A 365 nm l[r=300mA
Viewing Half Angle 6172 62 deg [r=100mA
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Typical Characteristic Curves
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Ambient Temperature -

Radiation Characteristics Allowable Forward Curreiit
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Relative Spectral Emission
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Outline and Internal Circuit
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